




CHAPTER 310-12 GAS TRANSMISSION AND DISTRIBUTION SAFETY Supp. #76 

erties shall accompany notification for Com­
mission evaluation to determine the degree of 
deviation from this Code. 

(2) Materials and equipment not covered 
by standards or specifications listed in this 
Code shall not be used without Commission 
approval. 

General Authority 368.05 FS; Law Implemented 368.03 FS 
History.-New 6-24-67, Amended 3-7-70 

310-12.05 Qualifications of Welders.-Prior 
to a welder starting work on any operating 
company's project, he shall have passed the 
requirements set out in this Code within 
the past 12 months and shall have been ac­
tively engaged in the given process of weld­
ing (i.e., arc or gas) within the past six 
months. If this requirement cannot be met, 
then a new qualification test must be passed 
before beginning work. 

General Authority 368.0S (2) FS; Law Implemented 368.11, 
368.14 FS 

BlstorT.-New 6-24-67 

310-12.06 Construction Specifications and 
Inspections.-Each operating company shall 
formulate construction specifications to cover 
all phases of work and shall be in sufficient 
detail to cover the requirements of the Code. 
The specifications shall make provision for suit­
able inspection to meet Section 841.22 of the 
Code as a minimum. 

General Authority 368.05 FS; Law Implemented 368.03 FS 
Bistory.-New 6-24- 67, Amended 3-7-70 

310-12.07 Notice of Intention to Construct. 
-Notice shall be given to the Commission of 
the intent of the operating company to con­
struct, size and approximate location of such 
facility and the contemplated time of construc­
tion. This paragraph shall not apply to minor 
additions such as lines under �2�~�"� diameter or 
lines less than 2500 feet total length, service 
lines, meter installations, appurtenances such 
as valves, drips, etc., and maintenance replace­
ments. 

General Authority 368.0S (2) FS; Law Implemented 368.0S (2) 
FS 

BlstorT.-New 6-24-67 

310-12.08 Certification.-Promptly after com­
pletion of any natural gas facilities, installa­
tion for which notice of intention to construct 
was given as per Rule 310-12.07, and falling 
within the scope of these rules, the operating 
company shall file with the Commission a route 
map or maps, showing the location, size of pipe, 
and designed operating pressure, and a respon-

sible operating company supervisor shall cer­
tify that the natural gas facilities have been 
tested and meet the minimum construction and 
safety standards prescribed by the Code. 
FSGeneral Authority 368.0S (2) FS; Law Implemented 368.0S (2). 

Hlstory.-New 6-24-67 

310-12.09 Requalifying of Main, Pipeline or 
System.-No main, pipeline or system shall be 
qualified for a new and higher maximum allow­
able operating pressure without first certify­
ing to this Commission that the requirements of 
the Code have been met and submitting such 
plan to this Commission for review. If no ob­
jection from the Commission is received within 
fifteen (15) days, then work on the project may 
proceed. 
FSGeneral Authority 368.0S (2) FS; Law Implemented 368.0S (2) 

Wstor;r.-New 6-24-67 

310-12.10 Commission Inspections.-A rep­
resentative of the Commission's Safety Division 
shall be granted access to all installations or 
construction projects during normal working 
hours and shall be given access to any records 
or information as set out in the Code or these 
rules and regulations. 

General Authority 368.0S (2) FS; Law Implemented 368.03 (1), 
368.0S (2) FS 

Blstory.-New 6-24-67 

310-12.11 Operating and Maintenance Pro­
cedures.-Each operating company shall de­
velop operating and maintenance procedures to 
serve its own operations and to insure compli­
ance with the Code. Such procedures shall be 
retained by the operating company and shall be 
reviewed and kept up-to-date as conditions war­
rant. These procedures will be designed to com­
ply with Section 85 of the Code and shall be 
available for Commission inspection at all rea­
sonable times. 

General Authority 368.05 FS; Law Implemented 368.03 FS 
History.-New 6-24-67, Amended 3-7-70 

310-12.12 USA Standard Code for Pressure 
Piping Systems, USAS B-31-8-1968 with excep­
tions adopted.-The USA Standard Code for 
Pressure Piping Systems, US AS B-31-8-1968, 
as published by the American Society of Me­
chanical Engineers, with exceptions, is hereby 
adopted and incorporated by reference as 
the Commission's Gas Piping Safety Systems 
Code. 

General Authority 368.05(2) FS; Law Implemented 368.03 FS 
History.-New 7-7-69 
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PART II 

RECORDS AND REPORTS 

310-12.20 
310 .. 12.21 

System Maps 
Service Interruption and Accident 

Reports 

310-12.20 System Maps.-System maps and 
details of each local operating area shall be 
prepared and on file in the operating company's 
respective local office. Such maps will readily 
identify the location, size of all system facili­
ties and all other pertinent information relative 
to safe operating procedures. Such maps shall 
be kept up-to-date. 

General Authority 368.05 (2) FS; Law Implemented 368.05 (2). 
368.37 FS 

Rlstory.-New 6-24-67 

310-12.21 Service Interruption and Accident 
Reports.-

(1) Transmission facilities-Each operat­
ing company shall in writing immediately re­
port to the Commission any system accident or 
failure involving facilities which (a) causes 
death or personal injury or (b) requires the 
taking of any segment of a system out of serv­
ice or (c) results in the escaping of gas from 
the system and ignites or (d) causes an esti­
mated damage to the property of the company 
and/or others of a combined total of at least 
$5,000 or (e) is significant in the judgment of 
the company even though it does not meet the 
criteria of subparagraphs (a) through (d). 

(2) Distribution facilities-Each operating 
company shall report to the Commission any 
system accident or failure involving facilities 
which (a) causes a death or personal injury or 
Cb) causes estimated damage to the property of 
the company and/or others of a combined total 
of at least $2,000 or (c) interrupts service to 
either 10% or more of its system meters or 1,000 
or more meters or Cd) is significant in the judg­
ment of the company even though it does not 
meet the criteria of subparagraphs (a) through 
(c). 

(3) Plant or equipment shutdown, reduc­
tion in pressure, the escaping or igniting of gas 
or taking a segment of the system out of serv-

310-12.22 Inspection and Maintenance Rec­
ords 

310-12.23 Welder Qualification Records 

ice solely as a consequence of or in connection 
with planned or routine maintenance or con­
struction, pinhole leaks in pipe and failure dur­
ing testing of pipe or equipment are not to be 
reported except under conditions of paragraphs 
(1)-(a), (d) and (e) or (2)-(a) through (d). 

(4) 'Reports for (1) and (2) above shall be 
made as soon as repairs have been made to 
such facilities and the cause investigated. Such 
reports shall give an exact and detailed de­
scription of the incident, its cause, extent of in­
juries to persons, damages to property and 
equipment and the action taken to prevent sim­
ilar incidents. If such incident caused a fatal­
ity, this must be reported immediately either by 
telephone or wire. 

General Authority 368.05 (2) FS; Law Implemented 368.05 (2) 
FS 

Rlstory.-New 6-24-67 

310-12.22 Inspection and Maintenance Rec­
o'rds.-Records shall be maintained on all in­
spections of regulating, pressure relief and me­
tering devices; automatic shut-off valves, 
manual valves significant to the safety of the 
system, compressor stations and related equip­
ment, and surveys of the system to locate leaks. 
Records shall allow easy identification of each 
device and its location, show work performed, 
and the date work was performed. 

General Authority 368.05 (2) FS; Law Implemented 368.37 
FS 

Rlltory.-New 6-24-67 

310-12.23 Welder Qualification Records.­
Records of tests to qualify a welder shall be 
similar in form and context as the "Coupon 
Test Report" set forth in API Standard 1104, 
10th Edition, dated May, 1966. Such record 
must be kept by the operating company on all 
welders for the duration of the welder's connec­
tion with the operating company's facilities. 

General Authority 368.05 (2) FS; Law Implemented 368.14 (2) 
(e) . 368.15 (8) FS 

Rlstory.-New 6-24-67 
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